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FEATURES

• POWER LIMITERS
• UP TO 2 OUTPUTS

TP 34/49

DISPLAY TP34 TP49
Single 4 red digit, h 12 mm
INPUTS
Digital inputs 2 for free voltage contacts or 2 for voltage contacts (the same of the power supply)
Delay time inputs 15 msec max.
OUTPUTS
Up to 2 OUT 1 and OUT 2: Relay SPDT (8A-AC1, 3A-AC3/250 Vac) or 12 Vdc/15 mA to drive SSR
GENERAL
Power supply 12 Vac/Vdc, 24 Vac/Vdc, 90… 240 Vac/Vdc ±10% / 50/60 Hz
Power consumption 2 VA approx.
Power consumption voltage inputs 1 mA max.
FUNCTIONAL
Application Asymmetric oscillator timer (start/stop) with power limiter function

Programmable functions
OUT 1: oscillator (start/stop) with asymmetric times start ON, or start OFF

OUT 2: as OUT 1, as OUT 1 but in opposite way,  
as OUT 1 but in opposite way with power limiter function

Outputs cycle time From 1 to 900 sec
Dimensions / Weight 33 x 75 mm - depth 64 mm / 175 g approx. 48 x 48 mm  (1/16DIN) - depth 98 mm/ 200 g approx.
Connections Screw terminal block 2x1 mm²
Mounting Flush in panel in 29 x 71 mm hole Flush in panel in  45 x 45 mm hole
Front protection degree IP 65, mounted on panel with gasket IP 54, mounted on panel with gasket
Operating / storage temperature 0... 50°C (32… 122°F)/-20… 70°C (-4… 158°F)
Operating humidity  30… 95 RH% without condensation
Conformity Directive CEE EMC 2004/108/CE (EN 61326), Directive CEE BT 2006/95/CE (EN 61010-1)



To compose the part number, pls. choose one of the option for each variable
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DIMENSIONS

HOW TO ORDER

The dimensions are expressed in mm

The dimensions are expressed in mm
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